
Savina is an innovative critical care ventilator driven by an integrated gas
source. Savina is designed to operate in recovery rooms, critical care and
subacute care areas and on transport.

Ventilation modes CMV
A/C
SIMV
CPAP/PS
PCV+ (optional)

Additional NIV – 
Non-Invasive Ventilation with optimized alarm
system and automatic leakage compensation
(optional)

AutoFlowTM – 
Automatic adaptation of the inspiratory flow in
volume orientated ventilation modes (optional)

Patient range Adult
Pediatric

Ventilation frequency 2 - 80 bpm

Inspiration time 0.2 -10 s

Tidal volume 0.05 - 2.0 L, BTPS 1)

Inspiratory flow 0 -180 L/min

Inspiratory pressure 0 -100 cmH2O

PEEP/interm. PEEP 0 - 35 cmH2O

Pressure support 0 - 35 cmH2O (relative to PEEP)

Flow Acceleration 5 - 200 cmH2O/s

O2-concentration 21 -100 Vol. %

Trigger sensitivity 1 -15 L/min

2) BTPS – Body Temperature Pressure Saturated. Measured values relating to the conditions of the patient lung, 
Body temperature 37°C, steam-saturated gas, ambient pressure.

AutoFlowTM, Trademark by Dräger
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